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Occupational Safety and Health Admin., Labor § 1910.177 

easily accessible. Under no cir-
cumstances shall an air receiver be 
buried underground or located in an in-
accessible place. 

(2) Drains and traps. A drain pipe and 
valve shall be installed at the lowest 
point of every air receiver to provide 
for the removal of accumulated oil and 
water. Adequate automatic traps may 
be installed in addition to drain valves. 
The drain valve on the air receiver 
shall be opened and the receiver com-
pletely drained frequently and at such 
intervals as to prevent the accumula-
tion of excessive amounts of liquid in 
the receiver. 

(3) Gages and valves. (i) Every air re-
ceiver shall be equipped with an indi-
cating pressure gage (so located as to 
be readily visible) and with one or 
more spring-loaded safety valves. The 
total relieving capacity of such safety 
valves shall be such as to prevent pres-
sure in the receiver from exceeding the 
maximum allowable working pressure 
of the receiver by more than 10 per-
cent. 

(ii) No valve of any type shall be 
placed between the air receiver and its 
safety valve or valves. 

(iii) Safety appliances, such as safety 
valves, indicating devices and control-
ling devices, shall be constructed, lo-
cated, and installed so that they can-
not be readily rendered inoperative by 
any means, including the elements. 

(iv) All safety valves shall be tested 
frequently and at regular intervals to 
determine whether they are in good op-
erating condition. 

[39 FR 23502, June 27, 1974, as amended at 49 
FR 5322, Feb. 10, 1984; 61 FR 9239, Mar. 7, 1996] 

Subpart N—Materials Handling 
and Storage 

AUTHORITY: Secs. 4, 6, and 8 of the Occupa-
tional Safety and Health Act of 1970 (29 
U.S.C. 653, 655, 657); Secretary of Labor’s 
Order No. 12–71 (36 FR 8754), 8–76 (41 FR 
25059), 9–83 (48 FR 35736), 1–90 (55 FR 9033), 6– 
96 (62 FR 111), 3–2000 (65 FR 50017), 5–2002 (67 
FR 65008), 5–2007 (72 FR 31159), or 4–2010 (75 
FR 55355) as applicable. 

Section 1910.177, also issued under 29 CFR 
part 1911. 

§ 1910.176 Handling materials—gen-
eral. 

(a) Use of mechanical equipment. 
Where mechanical handling equipment 
is used, sufficient safe clearances shall 
be allowed for aisles, at loading docks, 
through doorways and wherever turns 
or passage must be made. Aisles and 
passageways shall be kept clear and in 
good repair, with no obstruction across 
or in aisles that could create a hazard. 
Permanent aisles and passageways 
shall be appropriately marked. 

(b) Secure storage. Storage of material 
shall not create a hazard. Bags, con-
tainers, bundles, etc., stored in tiers 
shall be stacked, blocked, interlocked 
and limited in height so that they are 
stable and secure against sliding or col-
lapse. 

(c) Housekeeping. Storage areas shall 
be kept free from accumulation of ma-
terials that constitute hazards from 
tripping, fire, explosion, or pest harbor-
age. Vegetation control will be exer-
cised when necessary. 

(d) [Reserved] 
(e) Clearance limits. Clearance signs to 

warn of clearance limits shall be pro-
vided. 

(f) Rolling railroad cars. Derail and/or 
bumper blocks shall be provided on 
spur railroad tracks where a rolling car 
could contact other cars being worked, 
enter a building, work or traffic area. 

(g) Guarding. Covers and/or guardrails 
shall be provided to protect personnel 
from the hazards of open pits, tanks, 
vats, ditches, etc. 

[39 FR 23052, June 27, 1974, as amended at 43 
FR 49749, Oct. 24, 1978] 

§ 1910.177 Servicing multi-piece and 
single piece rim wheels. 

(a) Scope. (1) This section applies to 
the servicing of multi-piece and single 
piece rim wheels used on large vehicles 
such as trucks, tractors, trailers, buses 
and off-road machines. It does not 
apply to the servicing of rim wheels 
used on automobiles, or on pickup 
trucks and vans utilizing automobile 
tires or truck tires designated ‘‘LT’’. 

(2) This section does not apply to em-
ployers and places of employment reg-
ulated under the Longshoring Stand-
ards, 29 CFR part 1918; Construction 
Safety Standards, 29 CFR part 1926; or 
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